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NOTES

|
i -UNHOOK 02 LOOPS IN CABINET [
-UNHOOK (02 SIGNALS IN CABINET|
i -UNHOOK PED AND PUSHBUTTONS
IN CABINET
i -PULL WIRE TO PEDS PULLED
i INTO PULLBOX

SQ. YD.

NOTE Sz

TOTAL LENGTH OF TUFF CURB = 1750 FT

FOR ALL TUFF CURB: THERE WILL BE GAPS BETWEEN EACH PIECE (GAPS
WILL BE THE SAME LENGTH AS A PIECE OF TUFF CURB)

POSTS TO BE PLACED ON EVERY OTHER PIECE OF TUFF CURB (EXCEPT

WHERE SPECIFIED ON CALLOUT WITH SOLID RED LINE)

TUFF CURB STARTED BY SERGEANT STRIPES SIGN
YELLOW STRIPING AREA = 53@ SO. YD.

SOD TO BE USED TO MATCH EXISTING STRIP BETWEEN ROAD AND
SIDEWALK

ALL STRIPING TO BE THERMOPLASTIC

ALL TUFF CURB TO BE WHITE

ERADICATION OF STRIPING TO BE INCLUDED FOR TRAFFIC CONTROL
LUMP SUM

DEMO OF ADA RAMPS TO BE INCLUDED IN GRADING COMPLETE

EXISTING PEDESTRIAN POLES TO BE REMOVED AND LEAVE CONCRETE BASE

TRAFFIC SIGNALS HEADING NORTHWEST ON MCGINNIS FERRY ROAD:

- TWO SIGNALS FOR LANES BEING BLOCKED BY TUFF CURB NEED TO BE REMOVED
- SIGNAL FOR THROUGH LANE NEEEDS TO BE CHANGED TO A CONTINUOUS GREEN
- LEFT TURN ON MCGINNIS CHANGED TO A FLASHING YELLOW
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